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Tank

Bottom Transmitter 
A.  Extrude1 Battery Holder Post.
Step 1.	 Open your Bottom Transmitter part file.

Step 2.	 Click inside bottom bottom of Bottom Transmitter and 
click Sketch  on the context toolbar, Fig. 1.

Step 3.	 Click Normal To  on the Standard Views 
toolbar. (Ctrl-8)

Step 4.	 Click Circle  (S) on the Sketch toolbar.

Step 5.	 Sketch circle above Origin , Fig. 2.

Step 6.	 Click Smart Dimension  (S) on the Sketch toolbar.

Step 7.	 Add dimensions, Fig. 2.

Step 8.	 Click Offset Entities  on the Sketch toolbar.

Step 9.	 In the Offset Entities Property Manager set: 
	 under Parameters, Fig. 3

	 	 Distance   .15 (clearance)
	 under Construction geometry
	 	 check Base geometry
		  click circle, Fig. 4
		  check Reverse
		  offset on inside of circle 
		  base geometry on outside 
	 click OK .
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Step 10.	Click Isometric  on the Standard Views toolbar. (Ctrl-7) and zoom in.

Step 11.	Click Features  on the Command Manager toolbar.

Step 12.	Click Extruded Boss/Base  on the Features toolbar.

Step 13.	In the Boss-Extrude Property Manager set: 
	 under Direction 1, Fig. 6

		  Depth   1.2
  	 click OK .

B.  Extrude2 Battery 
Holder Post Top.

Step 1.	 Click the top face of 
Battery Post and click 

Sketch  on the con-
text toolbar, Fig. 8.

Step 2.	 With face still selected click Offset Entities  on 
the Sketch toolbar.

Step 3.	 In the Offset Entities Property 
Manager set: 
	 under Parameters, Fig. 9

	 	 Distance   .5
		  offset outside, Fig. 10
	 click OK .

Step 4.	 Click Features  on the 
Command Manager toolbar.

Step 5.	 Click Extruded Boss/Base 

 on the Features toolbar.

Step 6.	 In the Boss-Extrude Property 
Manager set: 
	 under Direction 1, Fig. 11

		  Depth   1
  	 click OK .
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C.  Fillet Battery Post.

Step 1.	 Click Fillet  on the Features toolbar.

Step 2.	 In the Fillet Property Manager set:  
	 select FilletXpert, Fig. 13

		  Radius  .5
		  click top circular edge of
		  battery holder post 
		  Extrude3, Fig. 14
	 click OK .

D.  Mirror Battery Post and Fillet.
Step 1.	 Ctrl click Right Plane  and all features 

(Boss-Extrude1, Boss-Extrude2 and Fillet1) to 
select plane and features, Fig. 15.

Step 2.	 Click Mirror  on the Features toolbar.

Step 3.	 In the Mirror Property Manager click OK , 
Fig. 16.

Step 4.	 Save  (Ctrl-S).
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E.  Create Plane1.
Step 1.	 Click Right  on the Standard Views toolbar. 

(Ctrl-4)

Step 2.	 Click Top Plane  in the Feature Manager to 
display plane is graphics area, Fig. 18.

Step 3.	 In graphics area Ctrl drag Top plane down and 
release, Fig. 19.

Step 4.	 In the Plane Property Manager set: 
	 under First Reference, Fig. 20

		  Distance   1.45
		   and press ENTER.
	 The new plane should be below
	 Top plane. 
Click OK .

Step 5.	 Save  (Ctrl-S).

F.  Extrude3 Screw Mounting Boss.
Step 1.	 Hide Plane1 .  To hide, click Plane1  in the 

Feature Manager and Hide  on the context 
toolbar, Fig. 21.

Step 2.	 Click Plane1  in the Feature Manager and 
click Sketch  on the sketch toolbar, Fig. 22.

Step 3.	 Click Normal To  on the Stan-
dard Views toolbar. (Ctrl-8)

Step 4.	 Click Centerline  in the Line 
flyout  on the Sketch toolbar.

Step 5.	 Sketch centerline from Origin to 
inside edge of shell, Fig. 23.

Step 6.	 Click Line  (L) on the Sketch 
toolbar.

Step 7.	 Sketch the 3 lines, Fig. 24.
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Step 8.	 Right click graphics area and click 
Select  from menu to unselect Line 
tool.

Step 9.	 Drag a selection to left to select all 
geometry, Fig. 25.

Step 10.	Click Mirror Entities  
on the Sketch toolbar.

Step 11.	Click Smart Dimension  (S) 
on the Sketch toolbar.

Step 12.	Add dimensions, Fig. 26.

Step 13.	Rotate view to inside front face, Fig. 28.  
To rotate view,  Click Isometric  on the Standard Views toolbar (Ctrl-7), then in bot-

tom left corner of graphics area Shift click Y axis of the Reference Triad once.

Step 14.	Click Features  on the Command Manager toolbar.

Step 15.	Click Extruded Boss/Base  on the Features toolbar.

Step 16.	In the Boss-Extrude Property Manager set: 
	 under Direction 1, Fig. 27
		  End Condition  Up To Surface
		  in the Face/Surface box
		  click inside front face, Fig. 28
	 click OK .

Step 17.	Save  (Ctrl-S).
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G.  Cut-Extrude Antenna Hole.
Step 1.	 Click inside front face and click Sketch 

 on the context toolbar, Fig. 30.

Step 2.	 Click Circle  (S) on the Sketch 
toolbar.

Step 3.	 Sketch circle to right of Origin , Fig. 31.

Step 4.	 Right click graphics area and click Select  from 
menu to unselect Circle tool.

Step 5.	 Ctrl click circle and top front edge of screw mounting 
boss to select both.  Release Ctrl key and click Make 
Tangent  on the context toolbar, Fig. 32.

Step 6.	 Click Smart Dimension  (S) on the 
Sketch toolbar.

Step 7.	 Add dimensions ( ), Fig. 33.

Step 8.	 Click Features 

on the Command 
Manager 
toolbar.

Step 9.	 Click 
Extrud-
ed Cut 

 on the Features toolbar.

Step 10.	In the Cut-Extrude Property Manager set:  
	 under Direction 1, Fig. 34
		  End Condition  Through All 
	 click OK .

Step 11.	Save  (Ctrl-S).
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H.  Hole Wizard.

Step 1.	 Click Hole Wizard  on the Features toolbar.

Step 2.	 In the Property Manager on the Type tab set: 
	 under Hole Type, Fig. 36

		  select Legacy Hole 
	 under Type 
		  select  Tapered
	 under Section Dimensions 
		  1 mm  Minor Diameter
		  3 mm  Depth
		  2.5 mm  Major Diameter
	 under End Condition:
		  Blind

Step 3.	 Click Positions tab  at top of the Property Manager.

Step 4.	 Click top face of screw boss for face and click to 
place point, Fig. 37.

Step 5.	 Right click graphics area and click Se-
lect  from menu to unselect Point 
tool.

Step 6.	 Ctrl click point and Origin 
(blue) to select both.  Release Ctrl key 
and click Make Vertical  on the 
context toolbar, Fig. 38.

Step 7.	 Click Smart Dimension  (S) on 
the Sketch toolbar.

Step 8.	 Add dimension,
Fig. 39.

Step 9.	 Click 
OK

in Property 
Manager..

Step 10.	Save  (Ctrl-S).

Fig. 36

Fig. 40

Fig. 37

Fig. 38

Fig. 39

Ctrl click point 
and Origin

Click face..
..then click to 

place point


