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CO2 Rail Car

Front Rim Spokes 
A.  Save As.
Step 1.	 If necessary, open your REAR RIM SPOKES file.

Step 2.	 Click File Menu > Save As.

Step 3.	 Key-in FRONT RIM SPOKES for file-
name and click Save.

B.  Edit Revolve1 Sketch.
Step 1.	 Delete the LPattern1  in the Feature 

Manager, Fig. 1.

Step 2.	 Click Revolve1  in the Feature Man-
ager and Edit Sketch  on the context 
toolbar, Fig. 2.

Step 3.	 Click Normal To  on the Standard 
Views toolbar. (Ctrl-8)

Step 4.	 Change dimensions:	top 16.8 to 3.6 and bottom 16.8 to 11.2

Step 5.	 Zoom in around top of rim, Fig. 5.
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Step 6.	 Delete two lines and .8 dimension, Fig. 6.  To 
delete, click and press Delete key.

Step 7.	 Ctrl click both endpoints of lines to select both.  
Release Ctrl key and click Merge Points  on 
the context toolbar, Fig. 7.

Step 8.	 Click 3 Point Arc  (S) in the Arc flyout 

 on the Sketch toolbar.

Step 9.	 Sketch an arc between the Position 1, Position 2 
and Position 3, Fig. 9.

Step 10.	Click Smart Dimension  (S) on the Sketch 
toolbar.

Step 11.	Dimension arc radius 5, Fig. 9.

Step 12.	Click Tools Menu > Sketch Tools > Replace Entity.

Step 13.	In the Replace Entity Property Manger: 
	 under Selection, Fig. 10
		  Replace this entity: 
		  click top horizontal line, Fig. 11
 
		  With this one:
		  click arc
	 click OK .
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Step 14.	Click Zoom to Fit  (F) on the View toolbar.

Step 15.	Dimension radius of rim 13.3, Fig. 13.

Step 16.	Click Exit Sketch  on the Sketch toolbar.

Step 17.	Save  (Ctrl-S).

C.  Edit Plane2.
Step 1.	 Click Right  on the Standard Views toolbar. 

(Ctrl-4)

Step 2.	 Click Plane2  in the Feature Manager and Edit 
Feature  on the context toolbar, Fig. 14.

Step 3.	 In the Plane2 Property Manager set: 
	 under First Reference, Fig. 15

		  Distance   12
		   and press ENTER.
	 click OK .
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D.  Edit Fillet2.
Step 1.	 Click Fillet2 in the Feature Manager 

and Edit Edit Feature  on the 
context toolbar, Fig. 18.

Step 2.	 In the Fillet2 Property Manager click 
OK , Fig. 19.

Step 3.	 Click Yes in the message dialog box to 
automatically remove missing refer-
ences, Fig. 20.

Step 4.	 Save  (Ctrl-S).

Step 5.	 You should now have two rim 
spoke files: 
 Front and Rear.
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